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Roxtec EzEntry™

Light-weight cable entry seals with composite frame.

The Roxtec EzEntry™ cable entry seals have light-weight composite frames and fit
directly into standard openings. The seals are available in six sizes for cable capacity
from 4 to 32 cables, and provide IP 66/67 protection.

@ Corrosion resistant Product characteristics

@ Area efficient

@ Allows pre-terminated cables

IP/UL NEMA
Structure of installation Mounting type
Cabinets & Bolting

enclosures

Ratings & certificates

Tightness
@ 1P 66/67, UL/NEMA 4,4X,12,13

Frame dimensions
in/lbs

The frame variants below are a limited selection. For the full range of frames and configurations, please visit roxtec.com.

Product Frame openings Packing space External dimensions Aperture dimensions Weight Art. no

WxHxD wxh
EZENTRY 4 MINI FRAME 1 1.575 x 1.575 2.992 x 2.992 x 0.945 018 EZ00044000000
ASSEMBLY
EZENTRY 16 FRAME 1 1.575 x 6.299 3.543 x 8.976 x 1.339 1.457(+0.039/-0) x 0.97 EZ00016000000
ASSEMBLY 6.22(+0.079/-0)
EZENTRY 16 COUNTER 8.465 x 0.689 x 0.472 0.53 2CV0000000016
FRAME
EZENTRY 24 FRAME 2 1.575 x 4.724 3.543 x 12.795 x 1.614 1.457(+0.039/-0) x 1.6 EZ00024000000
ASSEMBLY 10.039(+0.079/-0)
EZENTRY 32 FRAME 2 1.575 x 6.299 3.543 x 15.945 x 1.614 1.457(+0.039/-0) x 2 EZ00032000000
ASSEMBLY 13.189(+0.079/-0)
EZENTRY 4 FRAME 1 1.575 x 1.575 2.756 x 3.819 x 1.22 1.457(+0.039/-0) x 0.46 EZ00040000000
ASSEMBLY 1.654(+0.079/-0)
EZENTRY 10 FRAME 1 1.575 x 3.937 2.756 x 6.614 x 1.22 1.457(+0.039/-0) x 0.6 EZ00010000000
ASSEMBLY 4.252(+0.079/-0)

Sealing components

Sealing components

)] Roxtec
Lubricant
CM module with Multidiameter™ Lubricant Assembly Gel GM module with Multidiameter™ EM module with Multidiameter™

For detailed information, please visit roxtec.com.
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D) Roxtec

Pre-configured transit kits

in/lbs
EZENTRY 4/4 EZENTRY 4 MINI/4 EZENTRY 4 MINI/9 EZENTRY 10/4 EZENTRY 10/7 EZENTRY 10/10 EZENTRY 16/4 EZENTRY 16/10
EZENTRY 16/16 EZENTRY 24/6 EZENTRY 24/15 EZENTRY 24/24 EZENTRY 32/8 EZENTRY 32/20 EZENTRY 32/32
Product Configuration External dimensions Aperture dimensions Weight Art. no
WxHxD wxh
EZENTRY 4/4 4x (0.138-0.650) 2.756 x 3.819 x 1.22 1.457(+0.039/-0) x 1.654(+0.079/-0) 0.49 EZ00000000044
EZENTRY 4 MINI/4 4x (0.138-0.650) 2.992 x 2.992 x 0.945 2.008(+0.039/-0) x 2.008(+0.079/-0) 0.29 EZ00000000440
EZENTRY 4 MINI/9 9x (0.138-0.413) 2.992 x 2.992 x 0.945 2.008(+0.039/-0) x 2.008(+0.079/-0) 0.37 EZ00000000490
EZENTRY 10/4 2x (0.138-0.650), 2x (0.374-1.280) 2.756 x 6.614 x 1.22 1.457(+0.039/-0) x 4.252(+0.079/-0) 0.84 EZ0O0000001004
EZENTRY 10/7 6x (0.138-0.650), 1x (0.374-1.280) 2.756 x 6.614 x 1.22 1.457(+0.039/-0) x 4.252(+0.079/-0) 0.86 EZ0O0000001007
EZENTRY 10/10 10x (0.138-0.650) 2.756 x 6.614 x 1.22 1.457(+0.039/-0) x 4.252(+0.079/-0) 0.77 EZ00000001010
EZENTRY 16/4 4x (0.374-1.280) 3.543 x 8.976 x 1.339 1.457(+0.039/-0) x 6.22(+0.079/-0) 14 EZ00000001604
EZENTRY 16/10 8x (0.138-0.650), 2x (0.374-1.280) 3.543 x 8.976 x 1.339 1.457(+0.039/-0) x 6.22(+0.079/-0) 15 EZ00000001610
EZENTRY 16/16 16x (0.138-0.650) 3.543 x 8.976 x 1.339 1.457(+0.039/-0) x 6.22(+0.079/-0) 15 EZ00000001616
EZENTRY 24/6 6x (0.374-1.280) 3.543 x 12.795 x 1.614 1.457(+0.039/-0) x 10.039(+0.079/-0) 26 EZ00000002406
EZENTRY 24/15 12x (0.138-0.650), 3x (0.374-1.280) 3.543 x 12.795 x 1.614 1.457(+0.039/-0) x 10.039(+0.079/-0) 26 EZ00000002415
EZENTRY 24/24 24x (0.138-0.650) 3.543 x 12.795 x 1.614 1.457(+0.039/-0) x 10.039(+0.079/-0) 25 EZ00000002424
EZENTRY 32/8 8x (0.374-1.280) 3.543 x 15.945 x 1.614 1.457(+0.039/-0) x 13.189(+0.079/-0) 33 EZ00000003208
EZENTRY 32/20 16x (0.138-0.650), 4x (0.374-1.280) 3.543 x 15.945 x 1.614 1.457(+0.039/-0) x 13.189(+0.079/-0) 33 EZ00000003220
EZENTRY 32/32 32x (0.138-0.650) 3.543 x 15.945 x 1.614 1.457(+0.039/-0) x 13.189(+0.079/-0) 34 EZ00000003232



