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Uszczelnienie Roxtec H3

UG™

Przepust do kabli przechodzących przez fundamenty.

Uszczelnienie Roxtec H3 UG™ nadaje się idealnie do kabli wchodzących przez

fundamenty jako trwała bariera chroniąca przed wodą, gazem, wilgocią i gryzoniami.

Składa się z trzech części, które łatwo instalować nawet w warunkach wilgotnych i w

środowisku z płynącą wodą. Przepust wytrzymuje skrajne wyginanie kabli, ma

tolerancję średnicy otworu +3 mm oraz wskaźnik informujący o osiągnięciu pełnego

uszczelnienia. Uszczelnienie można instalować w tulejach, kanałach kablowych i

otworach wierconych rdzeniowo.

Odporne na ataki gryzoni

Szybka i łatwa instalacja

Znakomite przytrzymywanie kabli

Charakterystyka produktu

Wodoszczelne Gazoszczelne IP/UL NEMA

Struktura podłoża
instalacyjnego

Beton

Sposób montażu

Istniejący otwór Istniejąca tuleja

Klasy i certyfikaty
Szczelność

Gaz: 0,3 bar (stałe)

Woda: 0,3 bar (stałe)

IP 68

Dane elementów uszczelniających
Elementy uszczelniające

Uszczelnienie H3 UG™ Lubricant

Szczegółowe informacje można znaleźć na roxtec.com.
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Gotowe zestawy przepustów
mm/kg

H3-135 UG H3-150 UG H3-185 UG H3-200 UG H3-135 UG WOC H3-150 UG WOC H3-185 UG WOC

Tytuł Konfiguracja Wymiary otworu
Ø

Waga Nr katalogowy

H3-135 UG 3x (23.0-43.0) 135 - 138 2.2 126281

H3-150 UG 3x (24.0-52.0) 150 - 153 2.5 151561

H3-185 UG 3x (48.0-64.0) 185 - 188 3.9 126283

H3-200 UG 3x (48.0-68.0) 200 - 203 4.3 117842

H3-135 UG WOC 3x (23.0-43.0) 135 - 138 2.3 151306

H3-150 UG WOC 3x (24.0-52.0) 150 - 153 2.6 155188

H3-185 UG WOC 3x (48.0-64.0) 185 - 188 3.5 151308

H3-200 UG WOC 3x (48.0-68.0) 200 - 203 4 108697

H3-150 UG INSERTABLE 3x (24.0-52.0) 150 - 153 2.6 155189

H3-200 UG INSERTABLE 3x (48.0-68.0) 200 - 203 4.4 127053

H3-150 UG INSERTABLE WOC 3x (24.0-52.0) 150 - 153 2.3 166396

H3-200 UG INSERTABLE WOC 3x (48.0-68.0) 200 - 203 3.7 164807

The product information provided by Roxtec does not release the purchaser of the Roxtec system, or part thereof, from the obligation to independently determine the suitability of the products for
the intended process, installation and/or use. 
Roxtec gives no guarantee for the Roxtec system or any part thereof and assumes no liability for any loss or damage whatsoever, whether direct, indirect, consequential, loss of profit or otherwise,
occurred or caused by the Roxtec systems or installations containing components not manufactured by an authorized manufacturer and/or occurred or caused by the use of the Roxtec system in a
manner or for an application other than for which the Roxtec system was designed or intended. 
Roxtec expressly excludes any implied warranties of merchantability and fitness for a particular purpose and all other express or implied representations and warranties provided by statute or
common law. User determines suitability of the Roxtec system for intended use and assumes all risk and liability in connection therewith. In no event shall Roxtec be liable for indirect,
consequential, punitive, special, exemplary or incidental damages or losses. 
The Roxtec products are offered and sold in accordance with the conditions of the Roxtec General Terms of Sales. The latest version of the Roxtec General Terms of Sales can be downloaded from
https://www.roxtec.com/en/about-us/about-roxtec/general-terms-of-sales/ 
We reserve the right to make changes to the product and technical information without further notice. Any errors in print or entry are no claims for indemnity. The content of this publication is the
property of Roxtec International AB and is protected by copyright. 
This document was generated on: 2024-03-22

2/2 2024-03-22


