D) Roxtec

Prostup Roxtec R

Kruhovy prostup k utésnéni vice kabeld a potrubi v omezeném prostoru.

Roxtec R je kabelovy a potrubni prostup uréeny k pouziti v potrubnich priachodkdch a
kruhovych otvorech. Kompresni jednotka je zabudovdna v rdmu prostupu a utésnuje
roztazenim. Standardni izolaéni moduly se pFizplsobuji kabellim a potrubim rdznych
velikosti a lze je pouzit k vytvofeni ndhradni kapacity priichodu. Sit na zadni strané
ochraruje vodorovné instalace (neni souc¢dsti u R 70 a R 75). RAdm Ize otevfit pro

instalaci na jiz instalované kabely ¢i trubky.

@ Kompaktni

@ Snadnd udrzba a prohlidky

Specifikace a certifikaty

Protipozarni ochrana

Nehotlavost TRIDY A podle organizace IMO a Mezindrodnich
predpisl pro postupy pozdrnich zkousek, 2010

TRIDA H v souladu s IMO 2010, kédu FTP + kiivka pozdrniho
zatizeni HC

Pozdarni odolnost E/El podle EN 1366-3

Pozdarni odolsnost E/EI podle EN 45545
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Pozdrni odolnost F/T podle UL 1479

Rozméry ramu
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Vlastnosti vyrobku
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Protipozdrni

Struktura instalace
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Stdvajici otvor

@ Plynotésnost: 2,5 baru (katastroficky)

@ Vodoté&snost: 4 baru (katastroficky)

Rozméry otvoru
[%]

50 - 52

75-77

70-72

100 - 102
100 - 102
125 -127
125-127
127 - 129
127 - 129
150 - 152

mm/kg

Nize uvedené verze rdmd jsou pouze nékteré moznosti. Uplnou nabidku rémd a konfiguraci najdete na strdnkdch roxtec.com.
Nazev Prostor utésnéni
R 50 AlSI316 30x30

R 75 AlSI316 40 x 40

R 70 AISI316 40 x 40

R 100 AISI316 60 x 60

R 100 GALV 60 x 60

R 125 AISI316 80 x 80

R 125 GALV 80 x 80

R 127 AlSI316 80 x 80

R 127 GALV 80 x 80

R 150 AlISI316 90 x 90

R 150 GALV 90 x 90

150 - 152

Hmotnost Typ. €.

0.21
0.5
0.45
0.8
0.8

5R00000012875
RO00000751021
R000000701021
R000001001021
R000001001018
R000001251021
R000001251018
R000001271021
R000001271018
R000001501021
R0O00001501018
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Preététe si dalsi informace o tomto Feseni na roxtec.com
ox ec https:/www.roxtec.com/linktransit/cs-cz/solution/1107

Nazev Prostor utésnéni Rozméry otvoru Hmotnost Typ. €.

[%]
R 200 AISI316 120 x 120 200 - 202 2.6 R000002001021
R 200 GALV 120 x 120 200 - 202 26 R000002001018

Udaje o izolaénich komponentéch

Tésnici komponenty

D] Roxtec
Lubricant

15 ml
Not clossified 02
Pozordous ace. o
EU 1272/2008
Mado in Sweden
roxtac.cor

Plny kompenza&ni modul RM Mazivo Roxtec Modul RM s technologii Souprava t&snéni R
Multidiameter™

Podrobné informace najdete na strankdch www.roxtec.com.

The product information provided by Roxtec does not release the purchaser of the Roxtec system, or part thereof, from the obligation to independently determine the suitability of the products for
the intended process, installation and/or use.

Roxtec gives no guarantee for the Roxtec system or any part thereof and assumes no liability for any loss or damage whatsoever, whether direct, indirect, consequential, loss of profit or otherwise,
occurred or caused by the Roxtec systems or installations containing components not manufactured by an authorized manufacturer and/or occurred or caused by the use of the Roxtec system in a
manner or for an application other than for which the Roxtec system was designed or intended.

Roxtec expressly excludes any implied warranties of merchantability and fitness for a particular purpose and all other express or implied representations and warranties provided by statute or
common law. User determines suitability of the Roxtec system for intended use and assumes all risk and liability in connection therewith. In no event shall Roxtec be liable for indirect,
consequential, punitive, special, exemplary or incidental damages or losses.

The Roxtec products are offered and sold in accordance with the conditions of the Roxtec General Terms of Sales. The latest version of the Roxtec General Terms of Sales can be downloaded from
https:/www.roxtec.com/en/about-us/about-roxtec/general-terms-of-sales/

We reserve the right to make changes to the product and technical information without further notice. Any errors in print or entry are no claims for indemnity. The content of this publication is the
property of Roxtec International AB and is protected by copyright.
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