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Sello Roxtec RS

Sello de entrada para un solo cable o tuberia.

El Roxtec RS es un sello para cables o tuberias individuales en collarines de metal o
agujeros ya existentes. El sello de entrada tiene dos mitades con capas retirables, con
lo que se puede adaptar a cables y tuberias de diferentes tamarios. El disefio del sello
hace mds fdécil la instalacién en torno a cables o tuberias existentes.

@ Resistente a roedores Caracteristicas del producto

@ Rdpido y sencillo de instalar @ @ @

Calificacién contra Estanco al agua  Estanco a gases
incendios

Estructura de instalacién Tipo de montaje
A
O O
Metal Hormigdén Hueco existente Manguito existente
LY L] ] LY L]
Calificaciones y certificados
Fuego Estanquidad
CLASE A de acuerdo al estdandar FTP IMO 2010 @ Gas: 2,67 bar (catastréfico)
Clasificacion E/EI segin EN 13501 @ Agua: 4 bar (catastrofico)

Clasificacion E/El segun EN 45545 E30
Clasificacion F/T segun UL 1479

CLASE H segun el Cédigo IMO 2010 FTP + curva de carga de fuego
HC

Rdafagas de fuego seguin ISO 22899-1y OTI 95634

Datos de los componentes de sellado

Componentes de sellado

D] Roxtec

Lubricant

Sello RS Lubricante Roxtec

Para obtener informacién detallada, visite roxtec.com.
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Kits de sellos preconfigurados

mm/kg
RS 25 AISI316 RS 31 AISI316 RS 43 AlSI36 RS 50 AISI316 RS 68 AISI316 RS 75 AISI316 RS 100 AISI316 RS 125 AlSI316

®O000

000

RS 100 AISI316 WOC RS 125 AISI316 WOC RS 150 AlSI316 WOC RS 175 AISI316 WOC RS 200 AISI316 WOC RS 225 AISI316 WOC RS 250 AISI316 WOC RS 300 AlSI316 WOC

0000000

RS 350 AISI316 WOC RS 400 AISI316 WOC RS 450 AISI316 WOC RS 500 AISI316 WOC RS 550 AISI316 WOC RS 600 AISI316 WOC RS 644 AlSI316 WOC

Titulo Configuracién gimensiones de abertura Peso N.° de art.

RS 25 AlSI316 1x (3.6-12.0) 25-26 0.08 RS00100251023
RS 31 AISI316 1x (4.0-17.0) 31-32 0.09 RS00100311023
RS 43 AlSI316 1x (4.0-23.0) 43 - 45 0.24 RS00100431023
RS 50 AISI316 1x (8.0-30.0) 50-52 0.31 RS00100501023
RS 68 AISI316 1x (26.0-48.0) 68 - 70 0.5 RS00100681023
RS 75 AISI316 1x (24.0-54.0) 75-77 0.6 RS00100751023
RS 100 AlISI316 1x (48.0-70.0) 100 - 102 1 RS00101001023
RS 125 AlSI316 1x (66.0-98.0) 125 - 127 16 RS00101251023
RS 100 AISI316 WOC 1x (48.0-70.0) 100 - 102 0.8 RS00001001023
RS 125 AlSI316 WOC 1x (66.0-98.0) 125 - 127 14 RS00001251023
RS 150 AlSI316 WOC 1x (93.0-119.0) 150 - 152 1.6 RS00001501023
RS 175 AISI316 WOC 1x (119.0-145.0) 175 -177 23 RS00175750021
RS 200 AlISI316 WOC 1x (138.0-170.0) 200 - 203 27 RS00200750021
RS 225 AlSI316 WOC 1x (151.0-181.0) 225-228 32 RS00002250021
RS 250 AlSI316 WOC 1x (176.0-206.0) 250 - 253 33 RS00002500021
RS 300 AlSI316 WOC 1x (206.0-236.0) 300 - 303 57 RS00003000021
RS 350 AlSI316 WOC 1x (244.0-286.0) 350 - 353 72 RS00003500021
RS 400 AlSI316 WOC 1x (294.0-336.0) 400 - 403 9.4 RS00004000021
RS 450 AISI316 WOC 1x (344.0-386.0) 450 - 453 10.7 RS00004500021
RS 500 AISI316 WOC 1x (394.0-436.0) 500 - 503 13 RS00005000021
RS 550 AISI316 WOC 1x (444.0-486.0) 550 - 553 14.4 RS00005500021
RS 600 AlSI316 WOC 1x (494.0-536.0) 600 - 603 15.7 RS00006000021
RS 644 AISI316 WOC 1x (538.0-580.0) 644 - 647 17 RS00006440021
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The product information provided by Roxtec does not release the purchaser of the Roxtec system, or part thereof, from the obligation to independently determine the suitability of the products for
the intended process, installation and/or use.

Roxtec gives no guarantee for the Roxtec system or any part thereof and assumes no liability for any loss or damage whatsoever, whether direct, indirect, consequential, loss of profit or otherwise,
occurred or caused by the Roxtec systems or installations containing components not manufactured by an authorized manufacturer and/or occurred or caused by the use of the Roxtec system in a
manner or for an application other than for which the Roxtec system was designed or intended.

Roxtec expressly excludes any implied warranties of merchantability and fitness for a particular purpose and all other express or implied representations and warranties provided by statute or
common law. User determines suitability of the Roxtec system for intended use and assumes all risk and liability in connection therewith. In no event shall Roxtec be liable for indirect,
consequential, punitive, special, exemplary or incidental damages or losses.

The Roxtec products are offered and sold in accordance with the conditions of the Roxtec General Terms of Sales. The latest version of the Roxtec General Terms of Sales can be downloaded from
https://www.roxtec.com/en/about-us/about-roxtec/general-terms-of-sales/

We reserve the right to make changes to the product and technical information without further notice. Any errors in print or entry are no claims for indemnity. The content of this publication is the
property of Roxtec International AB and is protected by copyright.
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