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Roxtec SPM™ シール
溶接が禁止または推奨されない場所における

Roxtec SPM™ 

は、軽量かつ溶接不要な貫通部シールで、単独の金属配管に適したソリューションです。

パイプ外径や開口穴の凸凹にも柔軟に対応ができます。シールは溶接せずに直接構造へ取

付けることが可能で、密閉のための圧縮が十分かどうか確認できるインジケータが付いて

います。

軽量

迅速で簡単な施工

メンテナンスと検査が容易

製品特性

耐火 防水 気密

設置構造

金属

取り付けタイプ

既存の開口

規格と認証証明書
火災

A 級　IMO 2010 FTP コードに基づく試験

密性

ガス: 0.67 バール (衝撃圧)

水: 1 バール (衝撃圧)

シーリングコンポーネントのデータ
シーリングコンポーネント

SPM™ シール 潤滑剤

詳細情報については、roxtec.com をご覧ください。
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設定済み貫通部キット
mm/kg

SPM 39 SPM 41 SPM 48 SPM 54 SPM 59 SPM 62 SPM 69 SPM 77

SPM 81 SPM 87 SPM 92 SPM 103 SPM 119 SPM 138 SPM 149 SPM 157

SPM 168 SPM 178 SPM 188 SPM 196 SPM 217 SPM 226 SPM 279 SPM 110

SPM 125 SPM 153 SPM 266
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タイトル 構成 開口部寸法
Ø

重量 部品番号

SPM 39 1x (8.0-12.0) 39 - 43 0.14 167591

SPM 41 1x (12.0-16.0) 41 - 45 0.14 153052

SPM 48 1x (16.0-20.0) 48 - 52 0.2 167592

SPM 54 1x (19.0-23.0) 53.5 - 57.5 0.25 153060

SPM 59 1x (24.0-28.0) 58.5 - 62.5 0.3 153064

SPM 62 1x (27.0-31.0) 61.5 - 65.5 0.32 153068

SPM 69 1x (32.0-36.0) 68.5 - 72.5 0.37 153072

SPM 77 1x (37.0-42.0) 77 - 81 0.47 166011

SPM 81 1x (41.4-45.4) 81 - 85 0.45 153040

SPM 87 1x (47.0-51.0) 87 - 91 0.5 153076

SPM 92 1x (52.0-56.0) 92 - 96 0.5 153080

SPM 103 1x (56.2-61.1) 103 - 107 0.7 153084

SPM 119 1x (72.2-76.9) 119 - 123 0.8 153088

SPM 138 1x (88.0-92.0) 138 - 142 1.2 153056

SPM 149 1x (99.0-103.0) 149 - 153 1.2 167594

SPM 157 1x (107.0-111.0) 157 - 161 1.2 153092

SPM 168 1x (113.0-117.0) 168 - 172 1.6 153096

SPM 178 1x (123.0-127.0) 178 - 182 1.7 167595

SPM 188 1x (131.0-135.0) 188 - 192 1.9 167596

SPM 196 1x (138.5-143.0) 196 - 200 1.9 153100

SPM 217 1x (157.0-162.0) 217 - 221 2.3 167597

SPM 226 1x (167.0-171.0) 226 - 230 2.4 153104

SPM 279 1x (218.0-222.0) 279 - 283 3.3 153036

SPM 110 1x (65.0-69.0) 110 - 114 0.7 206104

SPM 125 1x (77.0-81.0) 125 - 129 0.9 206108

SPM 153 1x (103.0-107.0) 153 - 157 1.2 206112

SPM 266 1x (206.0-210.0) 266 - 270 2.9 206124

The product information provided by Roxtec does not release the purchaser of the Roxtec system, or part thereof, from the obligation to independently determine the suitability of the products for
the intended process, installation and/or use. 
Roxtec gives no guarantee for the Roxtec system or any part thereof and assumes no liability for any loss or damage whatsoever, whether direct, indirect, consequential, loss of profit or otherwise,
occurred or caused by the Roxtec systems or installations containing components not manufactured by an authorized manufacturer and/or occurred or caused by the use of the Roxtec system in a

manner or for an application other than for which the Roxtec system was designed or intended. 
Roxtec expressly excludes any implied warranties of merchantability and fitness for a particular purpose and all other express or implied representations and warranties provided by statute or
common law. User determines suitability of the Roxtec system for intended use and assumes all risk and liability in connection therewith. In no event shall Roxtec be liable for indirect,
consequential, punitive, special, exemplary or incidental damages or losses. 
The Roxtec products are offered and sold in accordance with the conditions of the Roxtec General Terms of Sales. The latest version of the Roxtec General Terms of Sales can be downloaded from
https://www.roxtec.com/en/about-us/about-roxtec/general-terms-of-sales/ 
We reserve the right to make changes to the product and technical information without further notice. Any errors in print or entry are no claims for indemnity. The content of this publication is the

property of Roxtec International AB and is protected by copyright. 
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