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Roxtec
Durchfilihrungsmanschet
te Sleev-it™

Brandschutzmanschette fur Ubergdnge zwischen Stahl- und Kunststoffrohren.

Die Roxtec-Durchfiihrungsmanschette Sleev-it™ gewdhrleistet schweil3freien
Brandschutz fiir den Ubergang zwischen Stahl- und Kunststoffrohren verschiedener
GroBen. Das Edelstahlgehduse kann einfach um die Verbindungsstelle zwischen den
Rohren gelegt werden und enthdlt Schichten aus Intumeszenz-Material, das durch die
Hitze eines Brands reagiert und so den Ubergang im Brandfall schiitzt. Die Manschette
wird in nicht druckfihrenden Systemen fur Erstinstallation oder nachtrdglichen Einbau
verwendet.

@ Leichtgewichtig Produkteigenschaften
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@ Schnelle und einfache Installation
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Roxtec-Durchfiihrungsmanschette
Sleev-it™

Weitere Informationen finden Sie unter www.roxtec.com.
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Vorkonfigurierte Durchfiihrungs-Kits

mm/kg

P P P

SLEEV-IT SLEEV-IT TR-MAR75/75 SLEEV-IT SLEEV-IT TR-MAR75/90 SLEEV-IT
TR-MAR50/50 TR-MAR50/60 (2") (3" TR-MAR90/90
Title Konfiguration OffnungsmaBe Gewicht Art. Nr.
[%]
SLEEV-IT TR-MAR50/50 0-0 0.44 106289
SLEEV-IT TR-MAR75/75 0-0 0.7 106298
SLEEV-IT TR-MAR50/60 (2") 0-0 0.5 106304
SLEEV-IT TR-MAR75/90 (3") 0-0 0.7 106307
SLEEV-IT TR-MAR90/90 0-0 0.7 106310

The product information provided by Roxtec does not release the purchaser of the Roxtec system, or part thereof, from the obligation to independently determine the suitability of the products for
the intended process, installation and/or use.

Roxtec gives no guarantee for the Roxtec system or any part thereof and assumes no liability for any loss or damage whatsoever, whether direct, indirect, consequential, loss of profit or otherwise,
occurred or caused by the Roxtec systems or installations containing components not manufactured by an authorized manufacturer and/or occurred or caused by the use of the Roxtec system in a
manner or for an application other than for which the Roxtec system was designed or intended.

Roxtec expressly excludes any implied warranties of merchantability and fitness for a particular purpose and all other express or implied representations and warranties provided by statute or
common law. User determines suitability of the Roxtec system for intended use and assumes all risk and liability in connection therewith. In no event shall Roxtec be liable for indirect,
consequential, punitive, special, exemplary or incidental damages or losses.

The Roxtec products are offered and sold in accordance with the conditions of the Roxtec General Terms of Sales. The latest version of the Roxtec General Terms of Sales can be downloaded from
https://www.roxtec.com/en/about-us/about-roxtec/general-terms-of-sales/

We reserve the right to make changes to the product and technical information without further notice. Any errors in print or entry are no claims for indemnity. The content of this publication is the
property of Roxtec International AB and is protected by copyright.
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