D) Roxtec

Roxtec S BG™
gennemfering

Gennemfearing for potentialudligning og jording, til svejsning p& strukturen.

Roxtec S BG™ er en taetningslasning, der muligger potentialudligning og jording af flere
armerede eller skeermede kabler og rer. Den fés i forskellige materialer og med en
enkelt eller forskellige kombinationer af dbninger. Rammen er fremstillet i 10 mm tykt
metal og monteres pd konstruktionen ved svejsning. Roxtec BG™ taetningsmodulerne
kan tilpasses kabler og rer of forskellig sterrelse og kan bruges til at indbygge
reservekapacitet i gennemfaringen. Roxtec EC (electrical continuity) teststicks kan
benyttes til at hjeelpe med at angive gennemfaringens elektriske ydeevne.

@ Nem at vedligeholde og inspicere Produktegenskaber

@ Har indbygget reservekapacitet

Laes mere om denne lgsning pa roxtec.dk
https://www.roxtec.com/linktransit/da-dk/solution/18548
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Brandklassificeret Vandtaet Gastaet IPAUL NEMA  Elektrisk sikkerhed
Byggekonstruktion Monteringstype
N |
N N
N N
Metal Svejsning
Normeringer og certifikater
Brand Taethed Understotter
@ A-KLASSE i henhold til IMO 2010 FTP-kode @) Gas: 2,5 bar (katastrofe) @ Stel ogjording
@ H-KLASSE i henhold til IMO 2010 @ Vand: 4 bar (katastrofe)
FTP-kode + HC-brandbelastningskurve
IP 66/67
@ Jetfire i henhold til 1ISO 22899-1 og OTI ®©
95634
Rammedimensioner
mm/kg
De nedenstdende rammevarianter udger et begraenset udvalg. Du kan se hele udvalget af rammer og konfigurationer pé roxtec.com.
( A Title Rammedbninger Pakkearead Udvendige mal Abningsmal Vagt Art.-nr.
WxHxD wx h
S 6x1 ALU 1 120 x 180 140.5 x 238 x 60 143(+1/-1) x 240(+1/-1) 12 S006000000131
S 6x2 ALU 2 120 x 180 271x 238 x 60 273(+1/-1) x 240(+1/-1) 19 S006000000231
H S 6x1AlSI316 1 120 x 180 140.5 x 238 x 60 143(+1/-1) x 240(+1/-1) 33 S006000000121
S 6x2 AISI316 2 120 x 180 271x 238 x 60 273(+1/-1) x 240(+1/-1) 55 S006000000221
S 6x3 ALU 3 120 x 180 401.5 x 238 x 60 404(+1/-1) x 240(+1/-1) 26 S006000000331
S 6x3 AlSI316 3 120 x 180 401.5 x 238 x 60 404(+1/-1) x 240(+1/-1) 7.7 S006000000321
\ ) S 6x1 PRIMED 1 120 x 180 140.5 x 238 x 60 143(+1/-1) x 240(+1/-1) 33 S006000000112
w S 6x2 PRIMED 120 x 180 271x 238 x 60 273(+1/-1) x 240(+1/-1) 55 S006000000212
S 6x3 PRIMED 3 120 x 180 401.5 x 238 x 60 404(+1/-1) x 240(+1/-1) 7.7 S006000000312
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Data om taetningskomponenter
Taetningskomponenter Tilbehor

)] Roxtec
Lubricant
5l

Not clossified 35

RM BG™-modul med Lubrikant RM BG™ fast wedge og wedgekit Stayplate tilbeher ES og BG holderveerktej
Multidiameter™ kompensationsmodul

11|

svejsevaerktajer
BG™ teetningskit

For merne information, besag venligst roxtec.com.

The product information provided by Roxtec does not release the purchaser of the Roxtec system, or part thereof, from the obligation to independently determine the suitability of the products for
the intended process, installation and/or use.

Roxtec gives no guarantee for the Roxtec system or any part thereof and assumes no liability for any loss or damage whatsoever, whether direct, indirect, consequential, loss of profit or otherwise,
occurred or caused by the Roxtec systems or installations containing components not manufactured by an authorized manufacturer and/or occurred or caused by the use of the Roxtec system in a
manner or for an application other than for which the Roxtec system was designed or intended.

Roxtec expressly excludes any implied warranties of merchantability and fitness for a particular purpose and all other express or implied representations and warranties provided by statute or
common law. User determines suitability of the Roxtec system for intended use and assumes all risk and liability in connection therewith. In no event shall Roxtec be liable for indirect,
consequential, punitive, special, exemplary or incidental damages or losses.

The Roxtec products are offered and sold in accordance with the conditions of the Roxtec General Terms of Sales. The latest version of the Roxtec General Terms of Sales can be downloaded from
https://www.roxtec.com/en/about-us/about-roxtec/general-terms-of-sales/

We reserve the right to make changes to the product and technical information without further notice. Any errors in print or entry are no claims for indemnity. The content of this publication is the
property of Roxtec International AB and is protected by copyright.
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