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Roxtec GHM EMC - . mgmmp
kaappilapivienti

Lapivienti EMC-ratkaisuihin ja suurelle kaapelitiheydelle.

Roxtec GHM EMC on kevyt kuitukaapelien lapivientitiiviste sahkémagneettisesti
yhteensopiviin tiivistysratkaisuihin. Lapiviennin kehys kiinnitet&én pulttaamalla, ja
mukana on tiivistenauha rakennetta vasten tiivistamista varten, sekd johtava tiiviste
EMC-yhteensopivuutta varten. Sit& on saatavana eri materiaaleista valmistettuna ja
yhdelld tai useammalla aukolla. SGhkémagneettisesti suojattujen Roxtec ES
-moduulien vaihtoehtona ovat PE-moduulit, jotka suojaavat johtuvilta hairigiltd.
Moduulit sopivat erikokoisiin kaapeleihin ja putkiin. Niitd voi kayttad l&piviennin
lisdkapasiteetin rakentamiseen. Tarkista Roxtec BG™- tai ES-kaapelilapivientien
sdhkoinen suorituskyky Roxtecin sahkaliitdnndn johtavuuden testaustikun avulla.
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Kehyksen mitat

mm/kg
Alla olevat kehysvaihtoehdot ovat vain osa valikoimastamme. Kattava valikoima kehyksié ja kokoonpanoja 18ytyy osoitteesta roxtec.com.
Otsikko Kehysaukot Pakkaustila Ulkomitat Aukon mitat Paino Tuotenro

WxHxD wx h
GHM 6x1 GALV INCL TSL 15x6 1 120 x 180 252.5 x 350 x 60 147.5(+5/-5) x 245(+5/-5) 4.5 5GHM000004089
GHM 6x2 GALV INCL TSL 2 120 x 180 383 x 350 x 60 278(+5/-5) x 245(+5/-5) 7.7 5GHMO000006300
15x6
GHM 6x3 GALV INCL TSL 3 120 x 180 513.5 x 350 x 60 408.5(+5/-5) x 245(+5/-5) 10.5 5GHMO000004091
15x6
GHM 6x1 PRIMED INCL TSL 1 120 x 180 252.5 x 350 x 60 147.5(+5/-5) x 245(+5/-5) 49 GHM6000000112
15x6
GHM 6x2 PRIMED INCL TSL 2 120 x 180 383 x 350 x 60 278(+5/-5) x 245(+5/-5) 74 GHM6000000212
15x6
GHM 6x3 PRIMED INCLTSL 3 120 x 180 513.5 x 350 x 60 408.5(+5/-5) x 245(+5/-5) 9.9 GHM6000000312
15x6
GHM 6x1 AlSI316 INCL TSL 1 120 x 180 252.5 x 350 x 60 147.5(+5/-5) x 245(+5/-5) 49 5GHMO000004746
15x6
GHM 6x2 AlSI316 INCL TSL 2 120 x 180 383 x 350 x 60 278(-2) x 245 7.4 5GHM000004027
15x6
GHM 6x3 AlSI 316 INCL TSL 3 120 x 180 513.5 x 350 x 60 408.5(+5/-5) x 245(+5/-5) 9.9 5GHM000004044
15x6
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Tiivistyskomponenttien tiedot
Tiivistyskomponentit Lisdvarusteet
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Modarg et
Roxtec-asennusrasva Wedge jo Wedgekit ES RM ES -moduuli RM ES -umpimoduuli RM PE -moduuli Roxtecin ES- ja Roxtecin pidintydkalut
Multidiameter™-teknologia Multidiameter™-teknologia BG-lisdvarusteet
lla lla
RM PE -umpimoduuli Wedge ja Wedgekit Roxtec-vdlilevy ES -kitti

umpinaisena

Lisctietoja on osoitteessa roxtec.com.

The product information provided by Roxtec does not release the purchaser of the Roxtec system, or part thereof, from the obligation to independently determine the suitability of the products for
the intended process, installation and/or use.

Roxtec gives no guarantee for the Roxtec system or any part thereof and assumes no liability for any loss or damage whatsoever, whether direct, indirect, consequential, loss of profit or otherwise,
occurred or caused by the Roxtec systems or installations containing components not manufactured by an authorized manufacturer and/or occurred or caused by the use of the Roxtec system in a
manner or for an application other than for which the Roxtec system was designed or intended.

Roxtec expressly excludes any implied warranties of merchantability and fitness for a particular purpose and all other express or implied representations and warranties provided by statute or
common law. User determines suitability of the Roxtec system for intended use and assumes all risk and liability in connection therewith. In no event shall Roxtec be liable for indirect,
consequential, punitive, special, exemplary or incidental damages or losses.

The Roxtec products are offered and sold in accordance with the conditions of the Roxtec General Terms of Sales. The latest version of the Roxtec General Terms of Sales can be downloaded from
https://www.roxtec.com/en/about-us/about-roxtec/general-terms-of-sales/

We reserve the right to make changes to the product and technical information without further notice. Any errors in print or entry are no claims for indemnity. The content of this publication is the
property of Roxtec International AB and is protected by copyright.
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