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Co6ziim hakkinda daha fazla bilgi edinmek icin roxtec.com
ROXte c adresine gidin

https://www.roxtec.com/linktransit/tr-tr/solution/36249

Plastik kanallar icin
Roxtec GH gecisi

Plastik kanallar i¢in yangina dayanikli gegis.

Plastik kablo kanallari icin Roxtec GH, yangin dayanikliligina ihtiyag duyulan gelik veya
sandvi¢ duvarlar/zeminler gibi diizgiin ytizeyli yapilara civatalama igslemlerinde
kullanilan bir gegis malzemesidir. Dikdortgen celik cerceve sayesinde kablolarin yogun
oldugu duzeneklerde kanallar désenir. Plastik kanallara uygun Roxtec RM PPS yalitim
mododllerinin tzerinde, kendilerine karsilik gelen NW boyut numaralari yazilidir béylece
montaj daha kolay hale gelir. RM PPS modiilleri, normal RM modiilleri ile birlikte
kullanilabilir béylece ayni cercevede kanal ve kablolar bir arada yer alabilir.

@ Kolay bakim ve denetim Uriin &zellikleri

@ Dahili yedek kapasite saglar @ ‘

Yangin siniflamali IP/UL NEMA

Montaj yapilacak yapi Montaqj tipi
N
B N\
Sandvig Metal Civatalama
panel

Derecelendirmeler ve sertifikalar

Yangin Sizdirmazlhk

@ EN 45545 E60 standardina gore E/E| derecesi @ IP 66/67

Cerceve boyutlari

mm/kg

Asagidaki cerceve cesitleri sinirli sayida secenekten olusmaktadir. Cergeve ve yapilandirma yelpazesinin tamami igin roxtec.com adresini ziyaret edin.

Baslik Cerceve acikliklar Modiil koyulan alan Dis boyutlar Aciklik boyutlari Agirhlk  Madde Numarasi
WxHxD wx h
GH 6x1 GALV 1 120 x 180 252.5 x 350 x 60 148(+5/-5) x 245(+5/-5) 4.4 5GH0000007882
GH 6x2 GALV 2 120 x 180 383 x 350 x 60 278(+5/-5) x 245(+5/-5) 7.5 5GH0000007828
H GH 6x3 GALV 3 120 x 180 513.5 x 350 x 60 409(+5/-5) x 245(+5/-5)  10.4 5GH0000008108
GH 6x1AlSI316 1 120 x 180 252.5 x 350 x 60 148(+5/-5) x 245(+5/-5) 49 5GH0000008261
GH 6x2 AISI316 2 120 x 180 383 x 350 x 60 278(+5/-5) x 245(+5/-5) 7.3 5GH0000008179
GH 6x3 AISI316 3 120 x 180 513.5 x 350 x 60 409(+5/-5) x 245(+5/-5) 101 5GH0000009292
w
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Kayganlastiric Multidiameter™ &zellikli RM PPS Sikistirma Aparati ve Kiti Multidiameter™ 6zellikli RM modal RM tek parca sikistirma moduli
modul

Sabitleme Plakasi

Ayrintili bilgi igin lutfen roxtec.com adresini ziyaret edin.

The product information provided by Roxtec does not release the purchaser of the Roxtec system, or part thereof, from the obligation to independently determine the suitability of the products for
the intended process, installation and/or use.

Roxtec gives no guarantee for the Roxtec system or any part thereof and assumes no liability for any loss or damage whatsoever, whether direct, indirect, consequential, loss of profit or otherwise,
occurred or caused by the Roxtec systems or installations containing components not manufactured by an authorized manufacturer and/or occurred or caused by the use of the Roxtec system in a
manner or for an application other than for which the Roxtec system was designed or intended.

Roxtec expressly excludes any implied warranties of merchantability and fitness for a particular purpose and all other express or implied representations and warranties provided by statute or
common law. User determines suitability of the Roxtec system for intended use and assumes all risk and liability in connection therewith. In no event shall Roxtec be liable for indirect,
consequential, punitive, special, exemplary or incidental damages or losses.

The Roxtec products are offered and sold in accordance with the conditions of the Roxtec General Terms of Sales. The latest version of the Roxtec General Terms of Sales can be downloaded from
https://www.roxtec.com/en/about-us/about-roxtec/general-terms-of-sales/

We reserve the right to make changes to the product and technical information without further notice. Any errors in print or entry are no claims for indemnity. The content of this publication is the
property of Roxtec International AB and is protected by copyright.
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