D) Roxtec

Uszczelnienie falowodu
Roxtec ES (do spawania)

Uszczelnienie przejs¢ do ekranowania elektromagnetycznego kabli $wiattowodowych.

Rozwigzanie Roxtec WGS ES stuzy do przeprowadzania niemetalowych kabli
Swiattowodowych w ekranowanej obudowie przy zachowaniu jej integralnosci
elektromagnetycznej. Uszczelnienie falowodu chroni podzespoty elektroniczne przed
zagrozeniami elektromagnetycznymi, takimi jok EMP i HEMP. Rozwigzanie zapewnia
jednoczesnie ochrone srodowiska i ekranowanie elektromagnetyczne. Jest to produkt o
wysokiej wydajnosci ekranowania do 100 dB wykorzystujqgcy technologie falowodowaq.
Ta wersja stuzy do przyspawania do konstrukcji. Moduty uszczelniajgce mozna

Przeczytaj wiecej o rozwiqgzaniu na roxtec.com
https://www.roxtec.com/linktransit/pl-pl/solution/37032

dopasowywaé do réznych przewoddéw swiattowodowych o réznych rozmiarach. Mozna
je takze wykorzystywaé do uzyskania wbudowanej przestrzeni zapasowej na potrzeby

transportu.

@ Szybka i tatwa instalacja

@ tatwe do kontrolowania i konserwowania

Klasy i certyfikaty

Ogien

@ KLASA A zgodnie z kodeksem IMO 2010

FTP

Charakterystyka produktu
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Ognioodporne Wodoszczelne Gazoszczelne IP/UL NEMA

Struktura podioza
instalacyjnego

Metal

Szczelnosé
@ Gaz: 0,67 bar (katastroficzne)
@ Woda: 2,5 bar (katastroficzne)

@ 1Pe6/67

Gotowe zestawy przepustow

mm/kg

AlSI316

Tytut

WGS ES 10GHz/4 W AlISI316
WGS ES 10GHz/9 W AlSI316
WGS ES 18GHz/4 W AlSI316
WGS ES 6GHz/4 W AlSI316
WGS ES 1GHz/4 W AlSI316
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WGS ES 10GHz/4 W WGS ES 10GHz/9 W

AlSI316

WGS ES 18GHz/4 W WGS ES 6GHz/4 W WGS ES 1GHz/4 W

AlSI316 AlSI316 AlSI316
Konfiguracja Wymiary otworu
[%]
4x (3.0-9.0) 37-48
9x (3.5-9.0) 51-68
4x (3.0-5.0) 34-48
4x (3.5-14.0) 49 - 68
4x (3.5-15.0) 49 - 68

Sposéb montazu

VN
W/

Spawanie

Zgodnosé

@ Ekranowanie elektromagnetyczne

Waga

0.9
1.5
0.8
1.5
12

Ochrona EMI

Nr katalogowy

213871

213872
213870
213874
213873
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D) Roxtec

The product information provided by Roxtec does not release the purchaser of the Roxtec system, or part thereof, from the obligation to independently determine the suitability of the products for
the intended process, installation and/or use.

Roxtec gives no guarantee for the Roxtec system or any part thereof and assumes no liability for any loss or damage whatsoever, whether direct, indirect, consequential, loss of profit or otherwise,
occurred or caused by the Roxtec systems or installations containing components not manufactured by an authorized manufacturer and/or occurred or caused by the use of the Roxtec system in a
manner or for an application other than for which the Roxtec system was designed or intended.

Roxtec expressly excludes any implied warranties of merchantability and fitness for a particular purpose and all other express or implied representations and warranties provided by statute or
common law. User determines suitability of the Roxtec system for intended use and assumes all risk and liability in connection therewith. In no event shall Roxtec be liable for indirect,
consequential, punitive, special, exemplary or incidental damages or losses.

The Roxtec products are offered and sold in accordance with the conditions of the Roxtec General Terms of Sales. The latest version of the Roxtec General Terms of Sales can be downloaded from
https://www.roxtec.com/en/about-us/about-roxtec/general-terms-of-sales/

We reserve the right to make changes to the product and technical information without further notice. Any errors in print or entry are no claims for indemnity. The content of this publication is the
property of Roxtec International AB and is protected by copyright.
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